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NAMES OF VARIOUS PARTS AND 
THEIR FUNCTIONS 



Paper holder 


Column indicator 


Clear lever 


Repeat key 


Subtraction and total key 


Paper cutter 


Number key 


Platen knob 


Release lever 


Non-add 


ddition and sub total key 


1 Paper holder 

Pull the knob of the paper holder to the left and insert the paper roil 
in such a way that the paper unrolls from the bottom to the top. 

2 Platen knob 

The roll paper can be advanced by turning the platen knob. 

3 Paper cutter 

Paper can be cut easily if it is passed under the cutter. 

4 Release lever 

The release lever can be used to move the inserted roll paper freely and 
to adjust it for best fitting. 

5 Number key 

Number keys should be depressed from the digit in the largest column 
first. For example, in the case of 6835, the keys should be depressed 
in the order of @®€)0 
















HOW TO CALCULATE 

Depress the Qkey before starting to calculate. 

The following calculation will not produce the correct answer if any 
previous calculation is left in the machine. 


ADDITION 


Ex. 1 123 + 456 = 

The order in which keys should be depressed : 
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s 
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T 


The roll paper shows 579 T. 


123 

456 

579T 


Answer 579 


Ex. 2 536 + 9571 + 84 = 

The order in which keys should be depressed : 


®o® 
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s 
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+ 

s 


T 
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9.571 

84 

10.191T 


Answer 10.191T 


Ex. 3 Calculation with sub-total T 

472 

(472+ 530)+ 1009= 530 

1.002S 

The order in which keys should be depressed : 1.009 

2.011T 
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Answer 2.011 














SUBTRACTION 

Ex. 4 987-456 = 


The order in which keys should be depressed : 


GOO 


+ 

s 


00 ® 



Answer 531 


The number from which another number is subtracted should be set 
by the ES key. 


Ex. 5 381-729 = 

The order in which keys should be depressed : 
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s 
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T 


T 


T 
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729 — 
348 T — 


The answer in red signifies a negative number. 

Answer negative 348 


Ex. 6 1965 + 529-610 = 


The order in which keys should be depressed : 


o® ®®Ei ®0® loom 



Answer 1.884 


WHEN A MISTAKE IS MADE (CORRECTION) 


A. When a mistake is discovered after number 
keys have been depressed, clear the number 
with the clear lever and depress the correct 
number keys. 

B. in case a wrong number is printed on the 
roll paper, add or subtract the same number 
in order to eliminate it from the calculations. 


T 

365 

Mistake.257 

Correction .. 257 - 

456 

Mistake. 231 

Correction .231 


Correct number----232 
153 
1.206T 


















MULTIPLICATION 


Multiplications can be considered to be the total of a repetition of an 
addition, so that the [r] key should be used for calculations. 


Ex. 7 8x4 = 

The order in which keys should be depressed : 

@1101111 (Clear Lever ; |j 

In cases where a multiplier has more than one digit: Answer 


T 

8 

8 

8 

8 

32T 


32 


Ex. 8 73x12 = 

This should be considered as 

(73 x 2) + (73 x 10) = (73 + 73) + 730 
The order in which keys should be depressed : 

®@llil (Clea r Lever) 



73 

73 

730 

876T 


Answer 876 


Ex. 9 8579x2143 = 


@0 GO BIO la® 1013 ID 13 ©IBB] 1313 (Clea r Lever) 


B 


Answer 18.384.797 








6 Column indicator 

The column indicator shows by its red pointer the number of times 
number keys have been depressed (the number of digits). When the 
I o o I and fo o o I keys are depressed, the pointer moves by two or three 
columns at once. 


7 Clear lever 

The clear lever should be pushed forward in order to clear a wrong 
number entered. 


+ 

S 

8 Addition and sub-total key 

a. This key should be depressed after a number is entered, in order to 
add this number. 

b. This key should be depressed without entering a number in order to 
obtain a sub-total amid calculations. In this case, the symbol S will 
appear right next to the printed number. 


9 

a. 


b. 


Subtraction and total key II 

This key should be depressed after a number is entered, in order to 
subtract this number. This number will appear in red with the symbol 
— appearing next to the number. 

This key should be depressed without entering a number in order to 
obtain a total. In this case, the symbol T will appear right next to 
the printed number. 


R 


10 Repeat key 

a. This key should be depressed continuously after a number is entered, 
in order to add this number successively. 

b. This key and the subtraction key should be depressed at the same 
time in order to subtract successively the number entered. 

Caution : Clear the number with the clear lever immediately after using 
the repeat key. 


11 Non-add IN 1 

This key should be depressed after depressing number keys when numbers 
not used for additions and subtractions, such as the date and the nu¬ 
merical order, are desired on the print. The recorded number can be 
distinguished from the rest of the numbers since it has the symbol N 
next to it. 
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